T RI-STATE CONSTRUCTION EQUIPMENT COMPANY
8787 COUNTY RAD. 912 « LS. HWY. 61 & 24 NORTH

PALMYRA, MISSOURI 63461

§79-769-8274 + FAX 573-769-4680

JOMHN DEERE




frem# | Manufacturer’s Standard Crawler Excavator, neeting the net horsepower range of 100 to 130
with 15 €025 metric ton operating weight rating as advertised in the manufacturer’s standard Iiterature,
NET DELIVERED PRICE fo any District in the State of Missouri, in care of the District General Services
Mana get (see MoDOT district map attached at back of RF¥B).

If bidding more than one make or model, make copies of this pricing sheet and submit it with your bid.

I am bidding (MAKE) JOHN DEERE (MODEL) 160G
Price $154,700.00

Vendor must coniplete for each unif bid

Net Horse Power: 121 _

Engine Make: JOHN DEERE (FINAL TIER 4 JUNE 2016)
(HP RATINGS NOT OUT YET)

Engine Madel: 40451

Operating Weight: (Ibs) 39,685

Operating Weight (metric ton) 16

Max Dig Depth:{ft/in) 21° 47

Deptir @ &' botton: (fi/in) VAL

Max. depth of vertical wall ({t/in) 18’ 8"

Reach @ground level ([t/in) 30017

Dump Height {{t/in) 200"

Track shoe or tubber shoe width (in} 24 ~

Tail overhang over side (in) 8’ 4

Length of track on ground (ft/in) 12> 10”

Warranty Information -

Standard Warranty. 12 MONTH FULL MACHINE TRAVEL INCLUDED

5 YEAR / 2500 HOUR POWERTRAIN PLUS HYDRAULIC,

NO TRAVEL INCLUDED. 5 YEAR JD LINK

Extended Warranty: MANY OPTIONS AVAILABLE, CALL FOR

HOURS AND TIME REQUESTED

Begin Date: DELIVERY DATE
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Pilease Indicate if your unit has any of the following equipment options, if the feature is OPTIONAL please provide

pricing in the OPTIONS table.

ENGINE:
STANDARD ___ OPTIONAL X NOT AVAILABLE __
STANDARD __ OPTIONAL X NOT AVAILABLE _

HYDRAULIC SYSTEM:
STANDARD___ OPTIONAL X NOT AVAILABLE
STANDARD X OPTIONALX NOT AVAILABLE
STANDARD__ OPTIONALX NOTAVAILABLE

LINDERCARRIAGE:
STANDARD ___ OPTIONAL___ NOT AVAILABLE X

BUCKET:
STANDARD___ OPTIONAL X NOT AVAILABLE___
STANDARD _ OPTIONAL X NOT AVAILABLE __
STANDARD___ OPTIONAL X NOT AVAILABLE___
STANDARD___ OPTIONAL X NOT AVAILABLE
STANDARD___ OPTIONAL X NOT AVAILABLE___
FRONT ATTAGHMENTS:

STANDARD __ OPTIONAL___ NOT AVAILABLE X
STANDARD _ OPTIONAL X NOT AVAILABLE_

FRAME:
STANDARD___ OPTIONAL X NOT AVAILABLE _

OPERATOR'S STATION:
STANMDARD X OPTIONAL___ NOT AVAILABLE_
STANDARD___ OPTIONAL X NOT AVAILABLE

LIGHTS:
STANDARD___ OPTIONALX NOT AVAILABLE
STANDARD__ OPTIONALX NOT AVAILABLE___

_ DIAGNOSTIC CAPABILITIES:
STANDARD X OPTIONAL___ NOT AVAILABLE___

STANDARD___ OPTIONAL X NOT AVAILABLE

Hydraulic fan reverser
Engine coolant heater

Auxiliary hydraudic lines
Auxlliary pilot and electric controls
Hydraulic filker restriction indicator kit

Tripfe semi-grouser shoes, 800 mm {32 in.)

Hydraulic Bucket Quick Coupler

30"Heavy Duty Toothed Bucket {with pin{s} if
applicable)

36"Heavy Duty Toothed Bucket (with pin{s} if
appiicable)

50" Smooth Ditching Bucket {with pin{s) if
applicable)

72" Smooth Ditching Bucket (with pin(s) if
applicable)

Arm, 2.71m minimum (8 ft. 10 in.)
Hydraulic Thumb Attachment

Counter weight of 2000 Ibs, (minimum} at back of
unit to counter weight of Hydraulic Bucket Quick
Coupler and Hydraulic Thumb Attachment

Hydraulic oil filter restriction indicator light
Protection screens for cab front, rear, and side

LED or strobe type amber beacon light
Two lights mounted on cab/ One mounted on the
right side of the boom

On-hoard self-diagnostic system for determining
source of problems

Hardwate/software avaitable to allow in-house
diagnostic capabilities (if on-board system Is not
avaliable)

Please indlcate if your unit has the following equipment optlon, if the feature is OPTIONAL please provide pricing

in the OPTIONS table.
STANDARD __ OPTIONAL X NOT AVAILABLE__
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OPTEON “DESCRIPTION =~ whn = " Price
In addition to the MoDOT requested options, please list any vendor-
recommended options relevant to this operation. Use additional
sheets if necessary.

Option 1 | 28” STEEL PADS $735.00

Option 2 | AIR SUSPENSION HEATED SEAT $525.00

Option 3 | AUXILIARY HYDRAULIC LINES $3,500.00

Option4 | AUXILIARY LINES WITH 2 WAY FOOT CONTROL $4,580.00

Option5 | 2 WAY HAND CONTROL SOLENOIDS FOR AUXILIARY $1,210.00
LINES

Option 6 | ENGINE BLOCK HEATER $165.00

Option 7 SEVERE DUTY FUEL LINES AND FILTER $115.60

Option 8 | HYDRAULIC REVERSIBLE FAN $1,045.00

Option 9 | AUXILIARY BOOM LIGHTS $490.00

Option 10 | HYDRAULIC CONTROL PATTERN CHANGER $895.00

Option 11 | REAR CAMERA | $1,165.00

Option 12 | HYDRAULIC FILTER RESTRICTION KIT $1,170.00

Option 13 | 30 TOOTH BUCKET WITH PINS $4,150.00

Option 14 | 36" TOOTH BUCKET WITH PINS $4,500.00

Option 15 | 42” TOOTH BUCKET WITH PINS $4,850.00

Option 16 | 50" DITCHING BUCKET WITH PINS $4,405.00

Option 17 | 72" DITCHING BUCKET WITH PINS $4,645.00

Opiion 18 | WELD ON HYDRAULIC THUMB (REQUIRES OPTION 3,4, OR | $5,230.00

Option 19 ]S\f)fATN PIN HYDRAULIC THUMB (REQUIRES OPTION 3, 4, OR | $6,850.00

Option 20 IS{)ELAC POWER TILT (REQUIRES OPTION 3, 4, OR 5} $13,300.00

Option 21 | UPPER WINDOW GUARD $1,060.00

Option 22 | LOWER WINDOW GUARD $1,265.00

Option 23 | HYDRAULIC QUICK COUPLER $6,920.00

Option 24 | AUXILIARY REAR COUNTERWEIGHT $4,520,00

Option 25 | DEDUCT 5 YEAR /2500 HOUR POWERTRAIN WARRANTY ($2,431.00)

Option 26 | DEDUCT 5 YEAR JD LINK (STANDARD: 3 YEAR) ($762.00)
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Ttem # I Manufacturer’s Standard Crawler Exeavator, meeting the net horsepower range of 100 to 130
with 15 to 25 metric fon operating weight rating as advertised in the manufacturer’s standard literatuve,
NET DELIVERED PRICE to any District in the State of Missouri, in care of the Digtrict General Services
Mana ger (see MoDOT district map attached at back of RFB).

I bidding more than one make or model, make copies of this pricing sheel and submit it with your bid.

1 am bidding (MAKE) JOHN DEERE (MODEL) 180G
Price $158,306.00

Vendor must complete for each unit bid

Net Horse Power: 121

Engine Make: JOHN DEERE
Engine Model: 4045H (FINAL TIER 4 JUNE 2015) (HP RATINGS NOT OUT YET)
Operating Weight; (lbs) 44317
Operating Weight (melric ton) 18

Max Dig Depth:(ft/in) 23° 2

Depth @ 8 bottom: (fifin) 2226

Max. depth of vertical wall (ft/in) 20" 77

Reach @ground level (f/in) 3217

Dump Height ({Vin) 22'9”

Traclk shoe or rubber shoe width (in) 24”

Tail overhang over side (in) 84

Length of track on ground (ft/in) i1

Warranty Information -

Standard Warranty: 12 MONTH FULL MACHINE TRAVEL INCLUDED

5 YEAR / 2500 HOUR POWERTRAIN PLUS HYDRAULIC,

TRAVEL NOT INCLUDED. 5 YEAR JD LINK

Extended Warranty: MANY OPTIONS AVAILABLE, CALL FOR

HOURS AND TIME REQUESTED

Begin Date: DELIVERY DATE
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Please indicateif your unit has any of the following equipment options, if the feature is OPTIONAL please provide

pricin g in the OPTIONS table,

ENGINE: -
STANDARD___ OPTIONAL X NOT AVAILABLE _
STANDARD____ OPTIONAL X NOT AVAILABLE __

HYDRAULIC SYSTEM:
STANDARD__ OPTIONAL X NOT AVAILABLE___
STANDARD X OPTIONAL X NOT AVAILABLE___
STANDARD X OPTIONAL __ NOT AVAILABLE

UNDERCARRIAGE:
STANDARD___ OPTIONAL X NOT AVAILABLE____

BUCKET:
STANDARD _ OPTIONAL X NOT AVAILABLE_
STANDARD__ OPTIONAL X NOT AVAILABLE

STANDARD___ OPTIONAL X NOT AVAILABLE

STANDARD___ OPTIONAL X NOT AVAILABLE

STANDARD___ OPTIONAL X NOT AVAILABLE

FRONT ATTAGHMENTS:
STANDARD __ OPTIONAL___ NOT AVAILABLE X
STANDARD __ OPTIONAL X NOT AVAILABLE_

FRAME!:
STANDARD___ OPTIONAL X NOT AVAILABLE __

OPERATOR’S STATION:
STANDARD___ OPTIONAL X NOT AVAILABLE
STANDARD___ OPTIONAL X NOT AVAILABLE_

STANDARD___ OPTIONAL X NOT AVAILABLE___
STANDARD__ OPTIONAL X NOT AVAILABLE

DIAGNOSTIC CAPABILITIES:
STANDARD X OPTIONAL___ NOT AVAILABLE____

STANDARD___ OPTIONALX NOT AVAILABLE_

Hydraulic fan reverser
Engine coolant heater

Auxiliary hydraulic lines
Auxiliary pilot and electric controis
Hydraulic filter restriction indicator kit

Triple semi-grouser shoes, 800 mm (32 in.)

Hydrautic Bucket Quick Coupler

307Heavy Duty Toothed Bucket (with pin(s) if
applicable)

36”Heavy Duty Toothed Bucket {with pin(s) if
applicable)

50” Smooth Ditching Bucket (with pin{s} if
applicable)

72”7 Smooth Ditching Bucket {with pin(s} if
appllcable)

Arm, 2.71m minimum (8 ft. 10 in.)
Hydraulic Thumb Attachment

Counter weight of 2000 1hs. {(minimum) at back of
unit to counter welight of Hydraulic Bucket Quick
Coupler and Hydraulic Thumb Attachment

Hydrautic oil filter restriction indicator light
Protection screens for cab front, rear, and side

LED or strobe type amber beacon light
Twe lights mounted on cab/ One mounted oh the
right side of the boom

On-board seif-diagnostic system for determining
source of problems

Hardware/software avallable to allow in-house
diagnhostic capabilities (If on-board system is not
availaie)

Please Indicate if your unit has the following equipment option, if the feature is OPTIONAL please provide pricing

in the OPTIONS table.
STANDARD___ OPTIONAL X NOT AVAILABLE_
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OPTION DESCRIPTION o Price
I addition to the MoDOT requested options, please list any vendor-
recommended options velevant to this operation. Use additional

_ sheets if necessary.

Option 1 | 28” STEEL PADS $770.00

Optien 2 { 32” STEEL PADS $1,090.00

Option 3 | AIR SUSPENSION HEATED SEAT $520.00

Option4 | AUXILTARY HYDRAULIC LINES $3,465.00

Option 5 AUXILIARY LINES WITH 2 WAY FOOT CONTROL $4,820.00

Option 6 2 WAY ELECTRIC HAND CONTROL FOR AUXILIARY $1,420.00
HYDRAULICS

Option 7 | ENGINE BLOCK HEATER $175.00

Option 8 | HYDRAULIC REVERSING FAN $1,050.00

Option 9 | AUXILIARY BOOM LIGHTS $485.00

Option 10 | HYDRAULIC CONTROL PATTERN CHANGER $885.00

Option 11 | REAR CAMERA $1,155.00

Option 12 | HYDRAULIC FILTER RESTRICTION KIT $1,460.00

Option 13 | 36 TOOTH BUCKET WiTH PINS $5,250,00

Option 14 | 42” TOOTH BUCKET WITH TEETH $5,735.00

Option 15 | 48” TOOTH BUCKET WITH PINS $6,710.00

Option 16 | 50” DITCHING BUCKET WITH PINS $4,395.00

Option 17 | 72” DITCHING BUCKET WITH PINS $4,650.00

Option 18 | WELD ON HYDRAULIC THUMB (REQUIRES OPTION 4, 50R | 85,565.00

Option 19 T?/)IA]N PIN HYDRAULIC THUMB {REQUIRES OPTION 4, 5 OR | $6,850.00

Option 20 g)ELAC POWER TILT (REQUIRES OPTION 4, 5 OR 6) $13,300.00

Option 21 | UPPER WINDOW GUARD $1,060.00

Option 22 | LOWER WINDOW GUARD $1,265.00

Option 23 | HYDRAULIC QUICK COUPLER $7,310.00

Option 24 | AUXILIARY REAR COUNTERWEIGHT $5,790.00

Option 25 | AUXILIARY LINE COMBO KIT CASE WITH THUMB OR $1,460.00
BREAKER

Option 26 | DEDUCT 5 YEAR / 2500 HOUR POWERTRAIN WARRANTY ($2,481.00)

Option 27 | DEDUCT 5 YEAR JD LINK (STANDARD: 3 YEAR) ($762.00)
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Ttem #1 Mamufacturer’s Standard Crawler Excavator, meeting the net horsepower range of 180 to 130
with 15 to 25 metric ton operating weight rating as advertised in the manufacturer®s standard literature,
NET DELIVERED PRICE to any District in the State of Missowi, in care of the District General Services
Manager (see MoDOT district map attached at back of RFB).

If bidding more than one make or model, make copies of this pricing sheet and submit it with your bid.

I am bidding MAKE) JOHN DEERE {(MODEL) 210G
Price §169,500.00

Vendor must complete for each unii bid

Net Horse Power: 159
Engine Make: JOHN DEERE (FINAL TIER 4)
Engine Model: 6.8
Operating Weight: (1bs) 51,940
Operating Weight {(metric ton) 21

Max Dig Depth:(fi/in) 2101
Depth @ 8 bottom: (ft/in) 217 4”
Max. depth of vertical wall (ft/in)  19° 8”
Reach @ground level (ft/in} 32207
Dump Height (ft/in) 237
Track shoe or rubber shoe width (in) 327
Tail overhang over side (in) 90"

Length of track on ground (ft/in) 12°0°

Warranty Information -

Standard Warranty: 12 MONTH FULL MACHINE TRAVEL INCLUDED

5 YEAR / 2500 HOUR POWERTRAIN PLUS HYDRAULIC,

TRAVEL NOT INCLUDED. 5 YEAR JD LINK

Extended Warranty: MANY OPTIONS AVAILABLE, CALL FOR

HOURS AND TIME REQUESTED

Begin Date: DELIVERY DATE

Pags 20 6150




Plaase Indicats if your unit has any of the following equipment options, If the feature Is OPTIONAL please provide

pricirig in the OPTIONS table,

ENGINE:
STANMDARD __ OPTIONAL X_ NOT AVAILABLE __
STAMDARD___ OPTIONAL X NOT AVAILABLE __

HYDRAULIC SYSTEM:
STAMDARD __ OPTIONAL X NOT AVAILABLE
STAMDARD X OPTIONAL X NOT AVAILABLE___
STANDARD___ OPTIONAL X NOT AVAILABLE___

UNDERCARRIAGE:
STANDARD X OPTIONAL _ NOT AVAILABLE___

BUCKET:
STANDARD __ OPTIONALX NOT AVAILABLE
STANDARD___ OPTIONALX NOT AVAILABLE
STANDARD __ OPTIONAL X NOT AVAILABLE
STANDARD___ OPTIONAL X NOT AVAILABLE__
STANDARD___ OPTIONAL X NOT AVAILABLE__ __
FRONT ATTACHMENTS:

STANDARD __ OPTIONAL___ NOT AVAILABLE X
STANDARD. __ OPTIONAL X NOT AVAILABLE___

FRAME:
STANDARD___ OPTIONAL X NOT AVAILABLE __

OPERATOR'S STATION:
STANDARD X OPTIONAL __ NOT AVAILABLE___
STANDARD___ OPTIONAL X NOT AVAILABLE___

LIGHTS:
STANDARD___ OPTIONAL X NOT AVAILABLE ___
STANDARD __ OPTIONAL X NOT AVAILABLE___

DIAGNOSTIC CAPABILITIES:
STANDARD X OPTIONAL___ NOT AVAILABLE___

STANDARD __ OPTIONALX NOT AVAILABLE

Hydraulic fan reverser
Engine coolant heater

Auxiliary hydraulic lines
Auxiliary pilot and electrlc controls
Hydraulic filter restriction indicator kit

Triple semi-grouser shoes, 800 mm {321n.)

Hydraulic Bucket Quick Coupler

30”Heavy Duty Toothed Bucket (with pin{s}) if
applicable)

36"Heavy Duty Toothed Bucket (with pin(s) if
applicable)

50" Smooth Ditching Bucket (with pin(s) if
applicable)

72" Smocth Ditching Bucket {with pin(s) if
applicable)

Arm, 2.71m minimum (8 ft, 10 in.)
Hydraulic Thumb Attachment

Counter welght of 2000 Ibs. {minlmum) at back of
unit to counter weight of Hydraulic Bucket Quick
Coupler and Hydraulic Thumb Attachment

Hydraulic oll filter restriction Indicator light
Protection screens for cab front, rear, and side

LED or strobe type amber beacon light
Two lights mounted on cab/ One maounted on the
right side of the boom

On-board self-diagnostic system for determining
source of problems

Hardware/software avallable to allow in-house
diagnostic capabilities (If on-hoard system Is not
avallable)

Please indicate If your unit has the following equlpment option, If the feature is OPTIONAL please provide pricing

in the OPTIONS fable.
STANDARD ___ OPTIONAL X NOT AVAILABLE
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Option 26

OPTION DESCRIPTION Price
Tn addition to the MoDOT reguested options, please list any vendor-
recommended options relevant fo this operation. Use additional
sheets if necessary.

Option 1 | ENGINE BLOCK HEATER $165.00

Option 2 | SEVERE DUTY FUEL LINES AND FILTERS $115.00

Option 3 HYDRAULIC REVERSIBLE FAN $1,155.60

Option 4 | AUXILIARY BOOM LIGHTS $545.00

Option 5 | HYDRAULIC CONTROL PATTERN CHANGER $865.00

Option 6 | REAR CAMERA $1,125.00

Option 7 | HYDRAULIC FILTER RESTRICTION KIT $930.00

Option 8 | AUXILIARY LINES | $3,705.00

Option 9 | AUXILIARY LINES WITH 2 WAY FOOT CONTROL $4,990.00

Option 10 | 2 WAY ELECTRIC HAND CONTROLS FOR AUXILIARY $1,155.00
HYDRAULICS

Option 11 | 36" TOOTH BUCKET WITH PINS $5,135.00

Option 12 | 42” TOOTH BUCKET WITH PINS $5,600.60

Option 13 | 48" TOOTH BUCKET WITH PINS $6,040.00

Option 14 | 50” DITCHING BUCKET WITH PINS $4,395.00

Option 15 | 72° DITCHING BUCKET WITH PINS $4,645.00

Option 16 | WELD ON HYDRAULIC THUMB (REQUIRES OPTION 8, 9, OR $5,565.00
10)

Option 17 | MAIN PIN HYDRAULIC THUMB (REQUIRES OPTION 8,9, OR | $6,850.00
10)

Option 18 | HELAC POWER TILT (REQUIRES OPTION 8,9, 0R 10) $13,300.00

Option 19 | UPPER WINDOW GUARD $1,066.00

Option 20 | LOWER WINDOW GUARD $1,265.00

Option 21 | HYDRAULIC QUICK COUPLER $7,310.00

Option 22 | AUXILIARY COUNTERWEIGHT $5,255.00

Option 23 | AUXILIARY HYDRAULIC COMBO KIT CASE WITH THUMB $1,245.00
OR BREAKER

Option 24 | AUXILIARY HYDRAULICS WITH PROPORTIONAL $5,625.00
CONTROLS-NEW OPTION (DO NOT NEED ADDITIONAL
CONTROLS TO USE)

Option 25 | DEDUCT 5 YEAR /2500 HOUR POWERTRAIN WARRANTY ($2,532.00)
DEDUCT 5 YEAR ID LINK (STANDARD: 3 YEAR) ($762.00)
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Item # 1 Manufacturer’s Standard Crawler Excavator, meeting the net horsepower range of 100 to 130
with 15 to 25 metric ton operating weight rating as advertised in the manufacturer’s standard lterature,
NET DELIVERED PRICE to any Disttict in the State of Missouri, in care of the District General Services
Manager (see MoDOT district map attached at back of R¥B).

If bidding more than one make or model make copies of this pricing sheet and submit it with your bid.

T am bidding {(MAKE) JOHN DEERE (MODEL) 250G (Model Changg}
Price $211,500.00 |

Venclor must complete for each unit bid

Net Horse Power: 188

Engine Make: JOHN DEERE
Engine Model: PVX 6.8L (FINAL TIER 4/EU STAGE 1IV).
Operating Weight ths: 57,800
Operating Weight: (metric ton) 25

Max Dig Depthi(fi/in) 25

Depth @ 8’ bottom:(ft/in) 24’ 5"

Max depth of vertical wall (ft/in)  22° 17

Reach @ground level ({t/in) 35° 10”

Dump Height (ft/in) 24 10”

Track shoe or rubber shoe width (in) 32”

Tail overhang over side (in) 10’ 4”

~ Length of track on ground (ft/in) 153"

Warranty Information -

Standard Warranty: 12 MONTH FULL MACHINE TRAVEL INCLUDED

5 YEAR / 2500 HOUR POWERTRAIN PLUS HYDRAULIC,

TRAVEL NOT INCLUDED. 5 YEAR JD LINK

Extended Warranty: MANY OPTIONS AVAILABLE CALL FOR
HOURS AND TIME REQUESTED
Begin Date: DELIVERY DATE

Page 28 of 30




Please Indicate If your unit has any of the following equipment options, if the feature s OPTIONAL please provide

pricing in the OPTIONS table.

ENGINE:
STANDARD___ OPTIONAL X NOT AVAILABLE __
STAMDARD___ OPTIONAL X NOT AVAILABLE __

HYDRAULIC SYSTEM:
STANDARD__ OPTIONAL X NOT AVAILABLE___
STANDARD X OPTIONAL X NOT AVAILABLE
STAMDARD _ OPTIONALX NOT AVAILABLE__

UNDERCARRIAGE:
STANDARD X OPTIONAL __ NOT AVAILABLE___

BUCKET:

STANDARD___ OPTIONALX NOT AVAILABLE___

STANDARD _ OPTIONALX NOT AVAILABLE___

STANDARD___ OPTIONAL X NOT AVAILABLE___

STANDARD___ OPTIONAL X NOT AVAILABLE___

STANDARD___ OPTIONAL X NOT AVAILABLE___
FRONT ATTACHMENTS:

STANDARD __ OPTIONAL___ NOT AVAILABLE X
STANDARD __ OPTIONAL X NOT AVAILABLE_

ERAME:
STANDARD ___ OPTIONAL __ NOT AVAILABLE X

OPERATOR'S STATION:
STANDARD __ OPTIONAL X NOT AVAILABLE
STANDARD __ OPTIONAL X NOT AVAILABLE____

LIGHTS:
STANDARD___ OPTIONAL X NOT AVAILABLE_
STANDARD___ OPTIONALX NOT AVAILABLE___

DIAGNOSTIC CAPABILITIES:
STANDARD X OPTIONAL___ NOT AVAILABLE___

STANDARD____ OPTIONAL X NOT AVAILABLE___
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Hydraulic fan reverser
Engine coolant heater

Auxiliary hydraulic lines
Auxiliary pilot and electric controls
Hydraudic filter restriction indicator kit

Triple semi-grouser shoes, 800 mm {32 in.)

Hydraulic Bucket Quick Coupler

30”Heavy Duty Toothed Bucket (with pin{s} if
applicable)

36" Heavy Duty Toothed Bucket {with pin(s) if
applicable)

50" Smooth Ditching Bucket {with pin(s} If
applicable)

72" Smooth Ditching Bucket (with pin{s) if
applicable)

Arm, 2.74m minimum (8 ft. 10 in.)
Hydraulic Thumb Attachment

Counter weight of 2000 Ibs. (minimum) at back of
unlt to counter welght of Hydraulic Bucket Qulck
Coupler and Hydraulic Thumb Attachment

Hydraulic off filter restriction indicator light
Protection sereens for cah front, rear, and side

LED or strobe type amber beacon light
Two lights mounted on cab/ One mounted on the
right side of the boom

On-hoard salf-diagnostic system for determining
source of problems

Hardware/software available to allow In-house
diagnostic capabilities (if on-board system is not
available)




OPTION DESCRIPTION Price
In addition te the MoDOT requested option, please list any vendor-
recommended options velevant to this operation. Use additional
sheets if necessary.

Option 1 | AIR SUSPENSION HEATED SEAT $555.00

Option 2 | 54” TOOTH BUCKET WITH PINS $7,450.00

Option3 | 36” TOOTH BUCKET WITH PINS $6,185.00

Option 4 | 427 TOOTH BUCKET WITH PINS $6,630.00

Option 5 | 487 TOOTH BUCKET WITH PINS $7,075.00

Option 6 | 50” DITCHING BUCKET WITH PINS $4,640.00

Option 7 | 72 DITCHING BUCKET WITH PINS $4,895.00

Option 8 | WELD ON HYDRAULIC THUMB $6,035.00

Option 9 MAIN PIN HYDRAULIC THUMB $7,160.00

Option 1¢ | HELAC POWER TILT $13,980.60

Option 11 | UPPER WINDOW GUARD $1,060.00

Option 12 | LOWER WINDOW GUARD $1,265.00

Option 13 | HYDRAULIC QUICK COUPLER $7,5706.00

Option 14 | AUXILIARY HYDRAULIC LINES $4,430.00

Option 15 | AUXILIARY LINES WITH 2 WAY FOOT CONTROL $5,920.00

Option 16 | 2 WAY ELECTRIC HAND CONTROLS FOR AUXILIARY $1,195.00
HYDRAULICS

Option 17 | ENGINE BLOCK HEATER $165.00

Option 18 | SEVERE DUTY FULL FILTERS AND LINES $125.00

Option 19 | HYDRAULIC REVERSING FAN $1,165.00

Option 20 | AUXILIARY LIGHT PACKAGE $630.00

Option 21 | REAR VIEW CAMERA $1,210.00

Option 22 | AUXILTARY BYDRAULIC COMBO KIT CASE WITH $1,275.00
THUMB OR BREAKER

Option 23 | AUXILIARY HYDRAULICS WITH PROPORTIONAL $6,490.00
CONTROLS-NEW OPTION (DO NOT NEED ADPITIONAL
CONTROLS TO USE)

Option 25 | DEDUCT 5 YEAR /2500 HOUR POWERTRAIN WARRANTY | ($5,480.00)
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Option 26 | DEDUCT 5 YEAR JD LINK (STANDARD: 3 YEAR) ($762.00)

Pleas e indicate with an “X’ the districts (see MoDOT district map attached at back of RFB) for which you ave
bidding:

Northiwest District (NW) ‘Northeast District (NE} X Kansas City (I{C} District
Centsal District (CD) X St, Louis District (STL) Southwes{ District (SW)
Southéast District (SE) All Distiicts

Please submit a complete parts and options list with detailed pricing information for each
(make/model) your company would be willing to provide. Please indicate below the percent (%)
discount off Manufacturers Suggested Retail Prices (MSRP) for all excavator options available in your data

book or pricing guides.

% discount off MSRP for all Data Book or Pricing Guide Options: - % Discount 25%

Delivery will be made 60 TQ 90 days afler receipt of order.
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[tem #2 Manufacturer’s Standard Wheeled Excavator with One-Piece Boom, meeting the net horsepower
range of 120 to 160 with 17 to 21 metric ton operating weight rating as advertised in the manufacturer’s
standard literature, NET DELIVERED PRICE to any District in the State of Missouri, in care of the District
General Services Manager (see MoDOT district map attached at back of RFB) .

If bidding more than one make or model make copies of this pricing sheet and submit it with your bid.

1 am hidding (MAKE) JOAN DEERE (MODEL) 190G WHEELED EXCAVATOR
MONO BOOM (MODEL CHANGH)

Price $188,900.00

Vendor must complete for each unit bid

Net Horse Power: 159

Engine Make: ISUZU

Engine Model: 5.2 {TIER 3/EU}
Operating Weight lbs: 45,636

Operating Weight: (metric ton) 19

Max Dig Depth:(fi/in) 19> 2»

Depth @ 8 bottom:(ft/in) 18 6"

Max depth of vertical walf (ft/in) 173"

Reach @ground level (ftfin) 30 107

Dump Height (ft/in) 212" _
Blade or Outrigger 10.00-20 16 PLY DUAL TIRES
Transport width:(ft/in) 7

Tailswing radius:(ft/in) NONE

Warranty Information «

Standard Warranty: 12 MONTH FULL MACHINE TRAVEL INCLUDED

5 YEAR / 2500 HOUR POWERTRAIN PLUS HYDRAULIC,

TRAVEL NOT INCLUDED. 5 YEAR JD LINK

Extended Warranty: MANY OPTIONS AVAILABLE CALL FOR
HOURS AND TIME REQUESTED
Begin Date: DELIVERY DATE

Page 32 of' 50




Please Indicate if your unit has the following equipment option, if the feature is OPTIONAL please provide pricing
in the: OPTIONS table.

STAMDARD__ OPTIONAL X NOT AVAILABLE Hydraullc Control Pattern Changer

“OPTION DESCRIPTION Price

It wddition to the MoDOT requested option, please list any vendoi-
recontmended options velevant 1o this operation. Use additional

sheels if necessary.
Option 1 | DUAL OUTRIGGER IN LIEU OF BLADE $3,210.00
Option 2 | 30” TOOTH BUCKET WITH PINS $3,495.00
Option 3 | 36” TOOTH BUCKET WITH PINS $4,010.00
Option 4 | 42" TOOTH BUCKET WITH PINS $4,395.00
Option 5 | 48” TOOTH BUCKET WITH PINS $4,790.00
Option 6 | 50” DITCHING BUCKET WITH PINS $4,395.00
Option7 | 72” DITCHING BUCKET WITH PINS $4,645.00
Option 8 | WELD ON HYDRAULIC THUMB (REQUIRES OPTION 14 $5,565.00
Option 9 f;&i%& SP)IN HYDRAULIC THUMB (REQUIRES OPTTON 14 $6,850.00
Option 10 ?I?Egig)POWER TILT ~ WILL RUN OFF OF LOW FLOW $13,300.00
Option 11 | UPPER WINDOW GUARD $1,060.00
Option 12 | LOWER WINDOW GUARD $1,265.00
Option 13 | HYDRAULIC QUICK COUPLER $7,310.00
Option 14 | AUXILIARY HYDRAULIC LINES VARIABLE BOOM $4,870.00
Option 15 | 2 WAY ELECTRIC HAND CONTROLS FOR AUXILIARY STANDARD

HYDRAULICS
Option 16 | HYDRAULIC FILTER RESTRICTION KIT N/A
Option 17 | HYDRAULIC CONTROL PATTERN CHANGER $1,210.00

Option 18 | DEDUCT 5 YEAR /2500 HOUR POWERTRAIN WARRANTY | (82,408.00)

Option 19 | DEDUCT 5 YEAR JD LINK (STANDARD: 3 YEAR) (8762.00)
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ltem # 2 Manafacturer’s Standard Wheeled Excavator with One-Piece Boom, meeting the net horsepower
range of 120 to 160 with 17 to 21 metric ton operating weight rating as advertised in the manufacturer’s
standard literature, NET DELIVERED PRICE to any District in the State of Missouri, in care of the District
General Services Manager (sce MoDOT district map attached at back of RI'B) .

If bidding more than one make or model make copies of this pricing sheet and subniit it with your bidl.

T am bidding (MAKE) JOHN DEERE (MODEL) 230G WHEELED EXCAVATOR
MONO BOOM (MODEL CHANGE)

Price $211,800.00

Vendor must complete for each unit bid

Net Horse Power: 159
Engine Make: ISUZU
Engine Model: 5.2
Operating Weight ibs: 49,207
Operating Weight: (metric ton) 23
Max Dig Deptiu:{ft/in) 2008
Depth (@ 8’ botton:(fi/in) 200 17
Max depth of vertical walt (ft/in) 18" 4”
Reach @ground level (ft/in) 32 8"
Dump Height (fi/in) 33’ 5"
Blade or Oulrigger 10,00-20 16 PLY DUAL TIRES
Transport width:(ft/in} 9 g”
Tailswing radius:(ft/in) NONE

Warranty Information -

Standard Warranty: 12 MONTH FULL MACHINE TRAVEL INCLUDED

5 YEAR / 2500 HOUR POWERTRAIN PLUS HYDRAULIG,

TRAVEL NOT INCLUDED. 5 YEAR JD LINK

Extended Warranty: MANY OPTIONS AVAILABLE CALL FOR

HOURS AND TIME REQUESTED

Begin Date: DELIVERY DATE

Page 35 0f 50



Pleas e indicate if your unit has the following equipment option, if the feature is OPTIONAL please provide pricing

in the OPTIONS table.

STAMDARD___ OPTIONAL X NOT AVAILABLE___ Hydraulic Control Pattern Changer

QEI]ON DESCRIPTION Price
In addition to the MoDOT requested option, please list any vendor-
recommended options relevant to this operation, Use additional
sheets if necessary.
Option 1 | DUAL OUTRIGGER IN LIEU OF BLADE $3,210.00
Option 2 | 30” TOOTH BUCKET WITH PINS $3,495.00
Option 3 | 36” TOOTH BUCKET WITH PINS $4,010.00
Option 4 | 42 TOOTH BUCKET WITH PINS $4,395.00
Option 5 | 48” TOOTH BUCKET WITH PINS $4,790.00
Option 6 | 507 DITCHING BUCKET WITH PINS $4,395.00
Option 7 | 72” DITCHING BUCKET WITH PINS $4,645.00
Option 8 | WELD ON HYDRAULIC THUMB (REQUIRES OPTION 14 $5,565.00
AND 15)
Option 9 | MAIN PIN HYDRAULIC THUMB (REQUIRES OPTION 14 $6,850.00
AND 15)
Option 10 | HELAC POWER TILT - WILL RUN OFF OF LOW FLOW $13,300.00
Option 11 | UPPER WINDOW GUARD $1,060.00
Option 12 | LOWER WINDOW GUARD $1,265.00
Option 13 | HYDRAULIC QUICK COUPLER $7,310.00
Option 14 | AUXILIARY HYDRAULIC LINES MONO BOOM $3,722.00
Option 15 | 2 WAY ELECTRIC HAND CONTROLS FOR AUXILIARY STANDAND
HYDRAULICS
Option 16 | HYDRAULIC FILTER RESTRICTION KIT N/A
Option {7 | HYDRAULIC CONTROL PATTERN CHHANGER $1,210.00
Option 18 | DEDUCT 5 YEAR /2500 HOUR POWERTRAIN WARRANTY | ($5,112.00)
Option 19 | DEDUCT 5 YEAR JD LINK (STANDARD: 3 YEAR) (8762.00)
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Item #3 Manufacturer’s Standard Wheeled Excavator with Two-Piece and Telescopic Booms, meeting
the net horsepower range of 120 to 160 with 17 6 21 metric ton operating weight rating as advertised in the
mangfacturer’s standard literature, NET DELIVERED PRICE {0 any District in the State of Missouri, in
care of the District General Services Manager (see MoDOT district map attached at back of RFB).

If bidding more than one make or ntodel make copies of this pricing sheet and submit it with your bid.

I am bidding (MAKE) JOHN DEERE

Price $196,700.00

(MODEL) 190G WEHEELED EXCAVATOR
VARIABLE BOOM -2 PIECE
{(MODEL CHANGE)

Vendor must complete for each undt bid

Net Horse Power:

Engine Make:

Engine Model:

Operaling Weight ibs:
Operating Weight: (metric ton)
Max Dig Depth:(ft/in)

Depth @ 8’ botton:(ft/in)

Max depth of vettical wall (ft/in)
Reach @ground level (ft/in)
Dump Height (ft/in)

Blade or Outrigger

Transport width:(ft/in)
Tailswing radius:([t/in)

Warranty Information -

Standard Warranty:

Extended Warranty:

Begin Date:
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ISUZU

5.2

432101

19

19° 2

186

173

30° 107

2102

10,00-20 16 PLY DUAL TIRES
37

NONE

12 MONTH FULL MACHINE TRAVEL INCLUDED

5 YEAR / 2500 HOUR POWERTRAIN PLUS HYDRAULIC,

TRAVEL NOT INCLUDED. 5 YEAR JD LINK

MANY OPTIONS AVAILABLE CALL FOR

HOURS AND TIME REQUESTED

DELIVERY DATE




Please indicate If your unit has the following equipment option, if the feature is OPTIONAL please provide pricing

in the OPTIONStable.

STANDARD ___ OPTIONAL X NOT AVAILABLE___ Hydraulic Control Pattern Changer

OPTION TDESCRIPTION. - i o] o Price
— In addition to the MoDOT requested option, please list any vendor-

recommended options relevant to this operation. Use additional

sheels if necessary.
Option I | FRONT AND REAR OUTRIGGERS IN LIEU OF BLADE $3,068.00
Option2 | 30’ TOOTH BUCKET WITH PINS $3,495.00
Option3 | 36" TOOTH BUCKET WITH PINS $3,840.00
Option4 | 42” TOOTH BUCKET WITH PINS $4,210.00
Option 6 | 50" DITCHING BUCKET WITH PINS $4,400.00
Option7 | 72” DITCHING BUCKET WITH PINS $4,645.00
Option8 | WELD ON HYDRAULIC THUMB (REQUIRES OPTION 14) $5,565.00
Option 9 | MAIN PIN HYDRAULIC THUMB (REQUIRES OPTION 14) $6,850.00
Option 10 | HELAC POWER TILT —~ WILL RUN OFF OF LOW FLOW $17,650.00
Option 11 | UPPER WINDOW GUARD $1,060.00
Option 12 | LOWER WINDOW GUARD $1,265.00
Option 13 | HYDRAULIC QUICK COUPLER $7,310.00
Option 14 | AUXILIARY HYDRAULICS VARIABLE BOOM $5,065.60
Option 16 | HYDRAULIC FILTER RESTRICTION KIT N/A
Option 17 | HYDRAULIC CONTROL PATTERN CHANGER N/A
Option 18 | AUXILTARY HYDRAULIC COMBO KIT $1,190.00
Option 19 | DEDUCT 5 YEAR/ 2500 HOUR POWERTRAIN WARRANTY | (52,408.00)
Option 20 | DEDUCT 5 YEAR JD LINK (STANDARD: 3 YEAR) {($762.00)
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Item #3 Manufacturer’s Standard Wheeled Excavator with Two-Piece and Telescopic Booms, meeting
the net horsepower range of 128 to 160 with 17 to 21 metric ton operating weight rating as advertised in the
manufacturer’s standard literature, NET DELIVERED PRICE to any Dislrict in the State of Missouri, in
care of the District General Services Manager (see MoDOT district map attached at back of RFB).

If bidding more than one make or model make copies of this pricing sheet and submit it with your bid.

1 am bidding (MAKE) JOHN DEERE

Price $219,200,00

(MODEL) 230G WHEELED EXCAVATOR
VARIABLE BOOM -2 PIECE
(MGODEL CHANGE)

Vendor must compleie for each unit bid

Net Horse Power;

Enginc Make:

Engirie Model:

Operating Weight [bs:
Operating Weight: (metric ton)
Max Dig Depth:{ft/in)

Depth @ & bottom:(ft/in)
Max depth of vertical wall (ft/in)
Reach @ground level ({t/in)
Dump Height (ft/in)

Blade or Outrigger

Transport width:(fi/in)
Tailswing radius:{fl/in)

Warranty Information -

Standard Warranty:

Extended Warranty:

Begin Date;
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ISUZU
52
49,207
23

20" 8”
20& ‘]”
18 4”
323 8}1
335
10.00-20 16 PLY DUAL TIRES
95 0’5
NONE

12 MONTH FULL MACHINE TRAVEL INCLUDED

5 YEAR / 2600 HOUR POWERTRAIN PLUS HYDRAULIC

TRAVEL NOT INCLUDED. 5 YEAR JD LINK

MANY OPTIONS AVAILABLE CALL FOR

HOURS AND TIME REQUESTED

DELIVERY DATE




Pleas ¢ indicate if your unit has the following equipment option, if the feature is OPTIONAL please provide pricing
in the OPTIONS table.

STANDARD___ OPTIONAL X NOT AVAILABLE __ Hydraulic Control Pattern Changer

OPTION DESCRIPTION Price

In addition to the MoDOT requested option, please list any vendor-
recommended options velevant to this operation. Use additional

sheets If necessary.

Option 1 | FRONT AND REAR OUTRIGGERS IN LIEU OF BLADE $3,068.00
Option 2 | HYDRAULIC CONTROL PATTERN CHANGER N/A

Option 3 | HYDRAULIC FILTER RESTRICTION KIT N/A

Option 4 | 30" TOOTH BUCKET WITH PINS $3,495.60
Option 5 | 36” TOOTH BUCKET WITH PINS $3,840.00
Option 6 | 42 TOOTY BUCKET WITH PINS $4,210.00
Option 7 | AUXILIARY HYDRAULICS VARIABLE BOOM $4,870.00
Option 8 | AUXILIARY HYDRAULIC COMBO KIT $1,190.00
Option 9 | 50® DITCHING BUCKET WITH PINS $4,400.00
Option 10 | 72® DITCHING BUCKET WITH PINS ' $7,650.00

Option 11 | WELD ON HYDRAULIC THUMB (REQUIRES OPTION 7) $5,565.00

Option 12 | MAIN PIN HYDRAULIC THUMB (REQUIRES OPTION 7) $6,850.00

Option 13 | HELAC POWER TILT (WILL RUN OFF OF LOW FLOW) $17,650.00
Option 14 [ HYDRAULIC QUICK COUPLER $7,310.00
Option 15 | UPPER WINDOW GUARD $1,060.00
Option 16 | LOWER WINDOW GUARD $1,265.00

Option 17 | DEDUCT 5 YEAR /2500 HOUR POWERTRAIN WARRANTY | ($5,112.00)

Option 18 | DEDUCT 5 YEAR ID LINK (STANDARD: 3 YEAR) ($762.00)
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